
/ Single Point Parallel Beam

3 B 102
+86 755 25582911
+86 755 89938772
www.tecsis.cn

tecsis (Shenzhen) Sensors Co.,Ltd
No.102, B Block,Hytera Science and Technology Park, No.3
Baolong 4th Road, Longgang Dist, Shenzhen, China 518116
Phone: +86 755 25582911, Fax: +86 755 89938772
www.tecsis.cn

R
ev. 02/2014

/ Size and Capacity

F4801

 / Capacity 3~250kg

Specifications /Technique

 Rated Output 2.0 ∞ 10% mV / V

  Zero Balance ∞ 2 % F.S.

 Non-Linearity 0.02 % F.S.

 Hysteresis 0.02 % F.S.

  Repeatability 0.02 % F.S.

 30  Creep (30min) 0.03 % F.S.

 Temp. Effect On  Output 0.02% F.S. / 10ºC

 Temp Effect On Zero 0.02% F.S. / 10ºC

 Input Impedance 410 ∞ 10∫

 Output impedance 350 ∞ 3 ∫

 Insulation 5000M∫/100VDC

 Recommended Excitation 10 V

 Maximum excitation 15 V

 Compensated Temp. Range - 10 ~ 40 ºC

 Operation Temp Range - 20 ~ 60 ºC

 Safe Overload 150 % F.S.

 Ultimate overload) 200 % F.S.

 Cable Size
Ø4 450mm (Option1)
Ø3 450mm (Option2)

 Platform Size 250 300mm

  Prot ection Class IP65

    Cable color code 

Input:Red (+) Black(-); 
Output: Green(+)White(-); 

:   (+)    (-) ;  
:   (+)    (-) 

 / Features & Applications

 / Load Direction

 / Technical Parameters

 •

 •

 •

 

 • Single point parallel beam load cell, made 

of aluminum alloy.

 • High Accuracy, high side load tolerance, 

simple structure, easy to install. 

 • Mainly used for electronic scales, electronic 

balance, price computing scales and 

industrial weighing systems.

SIZE (mm)
CAP (kg) A B C D L M

Option1: 3, 4, 5, 6, 8, 10, 15, 20, 25, 30, 40, 45, 50 130 30 106 22 15 M6

Option2: 3, 4, 5, 6, 8, 10, 15, 20, 25, 30, 40, 45 100 30 76 22 15 M6

Option1: 60, 80, 100 130 40 106 22 15 M6

Option2: 60, 100, 150, 200, 250 130 50 106 22 25 M8
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/ Schematic Wiring Diagram


