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RJ SERIES SLIM POWER RELAYS

 

RJ

 06/06/30

 

•  12.7mm  
RJ1S  1  12A
RJ2S  2  8A 

•  LED  (  )  
IDEC

 
•

 20  (AC  )
 3000  (AC  ) 

•  RoHS
 EU  2002/95/EC

 PBB  PBDE  
•  1000V  
•

 
UL  CSA  EN

 
•

 120  P  (  )

 

UL508 UL  E55996

CSA C22.2 No.14 168322 (LR35144)

EN61810-1

VDE(REG.-Nr.B312)

 (  EC  )

 
1  (SPDT) 2  (DPDT)

 

  
(  LED ) 

RJ1S-CL-
  

A12   A24   A110   
A120  A220   A230   
A240
D12   D24   D48  D100

RJ2S-CL-

  

A12   A24   A110   A120
A220   A230   A240
D12   D24   D48  D100

  
(  LED ) 

RJ1S-C-
  

RJ2S-C-
 

 (A1:  A2:  )
(  LED ) 

RJ1S-CLD-
  

D12   D24   D48  D100 

RJ2S-CLD-

  D12   D24   D48  D100

 (A1:  A2:  )
(  LED ) 

RJ1S-CD-
  

RJ2S-CD-
 

 (A1:  A2:  )
(  LED ) 

RJ1S-CLD1-
  

RJ2S-CLD1-
 

 (A1:  A2:  )
(  LED ) 

RJ1S-CD1-
  

RJ2S-CD1-
  

RC  
(  LED ) 

RJ1S-CLR-
  A110    A120   A220   

A230   A240

RJ2S-CLR-

  
A110   A200  A220
A230  A240RC  

(  LED ) 
RJ1S-CR-

  
RJ2S-CR-

 

 
(  )

 
cos =0.3
L/R=7ms

1  

NO
3000VA AC
360W DC

1875VA AC
180W DC

250V AC 12A 7.5A

12A
250V AC
125V DC

5V DC
100mA
(  ) 

30V DC 12A 6A

NC
3000VA AC
180W DC

1875VA AC
90W DC

250V AC 12A 7.5A

30V DC 6A 3A

2  

NO
2000VA AC
240W DC

1000VA AC
120W DC

250V AC 8A 4A

8A
250V AC
125V DC

5V DC
10mA

(  ) 

30V DC 8A 4A

NC
2000VA AC
120W DC

1000VA AC
60W DC

250V AC 8A 4A

30V DC 4A 2A

•

 

 

A12 12V AC

A24 24V AC

A110 110V AC

A120 120V AC

A220 220V AC

A230 230V AC

A240 240V AC

D12 12V DC

D24 24V DC

D48 48V DC

D100 100-110V DC
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 IEC60947-5-1

 

•   
1   5V DC  1A   
2   (20˚C)  

         20ms  
        RC  20ms   
3   100%

 

UL  CSA  VDE

 AC-15,DC-13 (  ) 

RJ1 RJ2 RJ1 RJ2 RJ1 RJ2 RJ1 RJ2 RJ1 RJ2

NO NC NO NC NO NC NO NC NO NC NO NC NO NO NO NO

250V AC 12A 12A 8A 8A 12A 12A 8A 8A 7.5A 7.5A 4A 4A 12A 8A 6A 3A

30V DC 12A 6A 8A 4A 12A 6A 8A 4A 6A 3A 4A 2A 12A 8A 2.5A 2A

 (V)

 LED  LED  
(  20˚C  )

 (mA)
 15%(20˚C)  ( )

 10%(20˚C)

 (mA)
 15%(20˚C)  ( )

 10%(20˚C)
 

(  )

 
(  )

 
(  )50Hz 60Hz 50Hz 60Hz

AC
50-60Hz

12V  AC A12 87.3 75.0             62.5 91.1 78.8             62.5

80%  30%  140%  0.9VA
(60Hz)

24V  AC A24 43.9 37.5 243 47.5 41.1 243

110V  AC A110 9.6 8.2 5270 9.5 8.1 5270

120V  AC A120 8.8 7.5 6400 8.7 7.4 6400

220V  AC A220 4.8 4.1 21530 4.8 4.1 21530

230V  AC A230 4.6 3.9 24100 4.6 3.9 24100

240V  AC A240 4.3 3.7 25570 4.3 3.7 25570

DC

12V  DC D12 44.2 271 48.0 271

70%  10%  
170%

 0.53W
24V  DC D24 22.1 1080 25.7 1080

48V  DC D48 11.0 4340 10.7 4340

100-110V  DC D100 5.3-5.8 18870 5.2-5.7 18870 160%

 RJ1S RJ2S

 1  2

 SPDT DPDT

 IP40(  )

 (  ) (  1) 50m 

 (  2) 15ms

  (  2) 10ms

 5,000V AC,1  5,000V AC,1

 1,000V AC,1  1,000V AC,1

 3,000V AC,1

 10  55Hz  0.75mm

 10  55Hz  0.75mm

 NO  200m/s 2  NC  100m/s 2

 1,000m/s 2

 
(  )

AC  20  (  1,800  /  )
DC  10  (  1,800  /  )

 
(  )

AC  3,000  (  18,000  /  )
DC  5,000  (  18,000  /  )

 (  3)  40  70 ̊C(  )

 5  85%RH(  )

 (  ) 19g
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 (mm) 
•

 
 

 
RJ1S

 
•

 
 

 
RJ1S-CL-

 
 (  LED) 

•

 

 

 

RJ1S-C-

 

 (  LED) 

•

 

 

 

RJ1S-CLD-

 

 (A1:  ,A2:  )(  LED) 

•

 

 

 

RJ1S-CD-

 

 (A1:  ,A2:  )(  LED) 

•

 

 

 

RJ1S-CLD1-

 

 (A1:  ,A2:  )(  LED) 

•

 

 

 

RJ1S-CD1-

 

 (A1:  ,A2:  )(  LED) 

•

 

 

 

RJ1S-CLR-

  

RC  (  LED) 

•

 

 

 

RJ1S-CR-

  

RC  (  LED) 

•

 

 RJ2S  

•

 

 

 

RJ2S-CL-

 

 (  LED) 

•

 

 

 

RJ2S-C-

 

 (  LED) 

•

 

 

 

RJ2S-CLD-

 

 (A1:  ,A2:  )(  LED) 

•

 

 

 

RJ2S-CD-

 

 (A1:  ,A2:  )(  LED) 

•

 

 

 

RJ2S-CLD1--

 

 (A1:  ,A2:  )(  LED) 

•

 

 

 

RJ2S-CD1-

 

 (A1:  ,A2:  )(  LED) 

•

 

 

 

RJ2S-CLR-

  

RC  (  LED) 

•

 

 

 

RJ2S-CR-

  

RC  (  LED)



 

RJ  

387 06/06/30

 
•

 
 

 
RJ1   

 
•

 
 

 
RJ1

    (100%)  
•

 
 

 
RJ1  

•

 

 

 

RJ2

 

•

 

 

 

RJ2  

•

 

 

 

RJ2
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1.  
(1)  
(2) DC  
      DC

 5%
 (

 )
 

(3)  AC  

     

 
(4)  

    

 lo

 
(5)  
     

 CE  

2.  

(1)

 

(2)  
     

 

(3)

 DC  DC
 DC  

3.  
(1)  

•

 

•

 

•  SO 2  H 2 S  

•

 
(2)  
      (  )

 

•  

•

 
(3)

 

R
C

 AC  RC
 

C  0.1  1  F
R  

AC  DC  
C  0.1  1  F
R

 

DC

 10

 

AC  DC
 24  48V

 100  200V




