
CJ1W-TC

单个单元可执行4个温度控制器的所有功能

CJ系列温度控制单元
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CJ

CJ1W-TC
4

• I/O 2

PID

CJ1W-TC001

• 2 4 ON/OFF PID
• 7
• 500ms
• CPU /
• CPU
•

• (AT)
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CJ1W-TC

CJ1W-TC001 4 NPN CJ1W-TC103
NPN 2

1. E54-CT1 E54-CT3 (CT)
2. ON PID OFF PID
3. NJ 3 / ON

OFF

CJ1W-TC001
CJ1W-TC103

E54-CT1 E54-CT3

AC200V
1kW

4
NPN 2 HB

NPN

(DC24V)

1 2 3 4
 5 6 7

 8 

ON

SW3
/

OFF

16 ON
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CJ1W-TC

• U UL U1 UL I 2 C CSA UC cULus UC1 cULus I 2 CU cUL N NK
L:Lloyd CE EC

•

* Machine Automation Controller NJ

(A)

5V 24V

CJ1
I/O

4

R S K J T
L B

NPN

2

0.25 − CJ1W-TC001 
*

UC1 N  
L  CE

4 PNP 0.25 − CJ1W-TC002 
*

2 NPN 0.25 − CJ1W-TC003

2 PNP 0.25 − CJ1W-TC004

4

JPt100 Pt100

NPN 0.25 − CJ1W-TC101 
*

4 PNP 0.25 − CJ1W-TC102 
*

2 NPN 0.25 − CJ1W-TC103

2 PNP 0.25 − CJ1W-TC104
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CJ1W-TC

� 

NJ CJ CJ1 CJ2

CPU CPU
CJ1W-TC001
CJ1W-TC002
CJ1W-TC101
CJ1W-TC102

10 10
CJ1W-TC003
CJ1W-TC004
CJ1W-TC103
CJ1W-TC104

10 10

 

CJ I/O
CJ CPU CJ

10 CPU

CPU
/

I/O 960
CIO 2000 CIO 2959

20 /
6 14

CPU

• (SP)
• 
• /
• / AT
• 
• 

CPU
• (PV)
• (SP)
• 
• 

I/O DM
9,600

D20000 D29599

ON
10 /

CPU • 
• 

90 /
CPU

• 
• 
• 
• 
• 
• 
• 
• 

 20MΩ(DC500V)
• NC AC
• AC
• 
• DC NC FG
• CT
•  I/O NC
AC2,000V 50/60Hz 1 1mA
• /NC AC
AC1,000V 50/60Hz 1 1mA
• AC
• 
• DC NC FG
AC500V 50/60Hz 1 1mA
• CT
• I/O NC
250mA DC5V

CJ
31 × 90 × 65mm (W × H × D)

150g



CJ1W-TC
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� 

*1.

*2.
•

•

CJ1W-TC00@ CJ1W-TC10@

R S K J T L B Pt100 JPt100
4 2 *1

NPN PNP *1
DC24V
100mA

0.3mA
3V

ON/OFF 2 PID 6
4 5

/ CPU I/O
CPU CPU 1

/

PID (AT) CPU I/O
PV ±0.3% ±1°C ±1
PV ±0.3% ±2°F ±1

• K L −100°C T ±2°C ± 1
• R 200°C S ±3°C ± 1
• B 400°C *2

PV ±0.3% ±0.8°C ±1
PV ±0.3% ±1.6°F ±1

ON/OFF 0.0 999.9°C °F 0.1°C °F

0.1 999.9°C °F 0.1°C °F
0 9999s
0 9999s
1 99s
500ms 4
500ms 4
500ms 4
−99.9 999.9°C °F 0.1°C °F
−999 9,999°C °F 1°C °F

K J −99.9 999.9°C °F 0.1°C °F
18 M3

CPU 0.4ms

+10%
−15%

CJ1W-TC @ 0 @

0

 0
 1

1 NPN 4
2 PNP 4
3 NPN 2
4 PNP 2



CJ1W-TC
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� (HB)

* ON 200ms

� (CT)

E54-CT1 E54-CT3 (CT)
* CJ1W-TC@@@ 50A

AC 50A
±5%  ±1
0.1 49.9A 0.1A

0.0A 50.0A
SV 0.0A OFF SV 50.0A ON

ON  * 200ms

E54-CT1 E54-CT3

50A 120A *

AC1,000V(1min)

50Hz 98m/s2

11.5g 50g

(2)
(2)



CJ1W-TC
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� 

� 4

CPU

BCD°C

°F

1

2

ON/OFF

PID

1

2

3

4

1

1

1

1

2

3

4

I/O

1

2

3

4



CJ1W-TC

8400-820-4535 www.fa.omron.com.cn

� 2

CJ CPU

NJ CPU

CT

2

1

CT
1

2

CT 2

CPU

BCD°C

°F

1

2

ON/OFF

PID

1

1

I/O

1

1

1

HB
2

CT

2

1

CPU

PV/SP
°C

°F

1

2

ON/OFF

PID

1

2 

CT
2

1

2

1

CT
1

1

1

I/O



CJ1W-TC

9400-820-4535 www.fa.omron.com.cn

� 

� CJ CPU

3 4 BCD 4
2 °C °F

±20°C ±20°F *1
 

SV
• SV
•

0 −200 1,300°C K 1 0.0 500.0°C K ) 200°C SV
20.0°C

*1. PV CCCC
OFF PV

*2. B 0°C 0°F
*3. BCD

0.1°C 0.1°F −99.9 999.9

°C °F

16 BCD 16 BCD

0 K −200 1,300°C
(−300 2,300°F)

FF38 FFFF 0514
(−200 −1 1,300)

F200 1300
(−200 1,300)

FED4 FFFF 08FC
(−300 −1 2,300)

F300 2300
(−300 2,300)

1 K 0.0 500°C
(0.0 900.0°F)

0000 1388
(0.0 500.0)

0000 5000
(0.0 500.0)

0000 2328
(0.0 900.0)

0000 9000
(0.0 900.0)

2 J −100 850°C
(−100 1,500°F)

FF9C FFFF 0352
(−100 −1 850)

F100 0850
(−100 850)

FF9C FFFF 05DC
(−100 −1 1,500)

F100 1500
(−100 1,500)

3 J 0.0 400°C
(0.0 750.0°F)

0000 0FA0
(0.0 400.0)

0000 4000
(0.0 400.0)

0000 1D4C
(0.0 750.0)

0000 7500
(0.0 750.0)

4 T −200.0 400.0°C
(−300.0 700.0°F)

F830 FFFF 0FA0
(−200.0 −0.1 400.0)

F999 4000
(−99.9 400.0) *3

F448 FFFF 1B58
(−300.0 −0.1 700.0)

F999 7000
(−99.9 700.0) *3

5 L −100 850°C
(−100 1,500°F)

FF9C FFFF 0352
(−100 −1 850)

F100 0850
(−100 850)

FF9C FFFF 05DC
(−100 −1 1,500)

F100 1500
(−100 1,500)

6 L 0.0 40°C
(0.0 750.0°F)

0000 0FA0
(0.0 400.0)

0000 4000
(0.0 400.0)

0000 1D4C
(0.0 750.0)

0000 7500
(0.0 750.0)

7 R 0 1,700°C
(0 3,000°F)

0000 06A4
(0 1,700)

0000 1700
(0.0 1,700)

0000 0BB8
(0 3,000)

0000 3000
(0.0 3,000)

8 S 0 1,700°C
(0 3,000°F)

0000 06A4
(0 1,700)

0000 1700
(0.0 1,700)

0000 0BB8
(0 3,000)

0000 3000
(0.0 3,000)

9 B 100 1,800°C
(300 3,200°F) *2

0064 0708
(100 1,800)

0100 1800
(100 1,800)

012C 0C80
(300 3,200)

0300 3200
(300 3,200)

°C °F

16 BCD 16 BCD

0
Pt100
−200.0 650.0°C
(−300.0 1,200.0°F)

F830 FFFF 1964
(−200.0 −0.1 650.0)

F999 6500
(−99.9 650.0)*3

F448 FFFF 2EE0
(−300.0 −0.1 1,200.0)

F999 9999
(−99.9 999.9) *3

1
JPt100
−200.0 650.0°C
(−300.0 1,200.0°F)

F830 FFFF 1964
(−200.0 −0.1 650.0)

F999 6500
(−99.9 650.0)*3

F448 FFFF 2EE0
(−300.0 −0.1 1,200.0)

F999 9999
(−99.9 999.9) *3

2 9 − 2 9 2 9



CJ1W-TC
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� NJ CPU
2 °C °F

20°C 20°F
ON PV -13108

OFF PV

SV
• SV
•

* B 0°C 0°F

0 −200 1,300°C K 1 0.0 500.0°C K )
200°C SV 20.0°C

0
K −200 1300°C/−300 2300°F

1 0.0 500.0°C/0.0 900.0°F
2

J −100 850°C/−100 1500°F
3 0.0 400.0°C/0.0 750.0°F
4 T −200.0 400.0°C/−300.0 700.0°F
5

L −100 850°C/−100 1500°F
6 0.0 400.0°C/0.0 750.0°F
7 R 0 1700°C/0 3000°F
8 S 0 1700°C/0 3000°F
9 B * 100 1800°C/300 3200°F

0 Pt100 −200.0 650.0°C/−300.0 1200.0°F
1 JPt100 −200.0 650.0°C/−300.0 1200.0°F

2 9 2 9
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CJ1W-TC

� 

� 

� 

� 

ON

RUN

ERC

ERH CPU
CPU

DIN



CJ1W-TC
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� 

� 

NPN
CJ1W-TC@01 CJ1W-TC@03

PNP
CJ1W-TC@02 CJ1W-TC@04

24V

COM

COM

0V



13400-820-4535 www.fa.omron.com.cn

CJ1W-TC

� 

� 

N.C.

� 

N.C.

CJ1W-TC001
4 NPN

CJ1W-TC002
4 PNP

CJ1W-TC003
2 NPN HB

CJ1W-TC004
2 PNP HB

CJ1W-TC101
4 NPN

CJ1W-TC102
4 PNP

CJ1W-TC103
2 NPN HB

CJ1W-TC104
2 PNP HB

2 −
2 +

4 −
4 +
2
4

0V COM (−)

1 − 
1 +

N.C.
N.C.

3 −
3 +
1
3

24V

B1
B2
B3
B4
B5
B6
B7
B8
B9

A1
A2
A3
A4
A5
A6
A7
A8
A9

2 -
2 +

4 -
4 +
2
4

0V

1 -
1 +

N.C.
N.C.

3 -
3 +
1
3

24V COM (+)

A1
A2
A3
A4
A5
A6
A7
A8
A9

B1
B2
B3
B4
B5
B6
B7
B8
B9

2 -
2 +

CT 2
CT 2

2
HB 2
0V COM (−)

1 -
1 +

N.C.
N.C.
CT 1
CT 1

1
HB 1
24V

A1
A2
A3
A4
A5
A6
A7
A8
A9

B1
B2
B3
B4
B5
B6
B7
B8
B9

2 -
2 +

CT 2
CT 2

2
HB 2
0V

1 -
1 +

N.C.
N.C.
CT 1
CT 1

1
HB 1
24V COM (+)

A1
A2
A3
A4
A5
A6
A7
A8
A9

B1
B2
B3
B4
B5
B6
B7
B8
B9

2 B'
2 B
2 A
4 B'
4 B
4 A
2
4

0V COM (-)

1 B'
1 B
1 A
3 B'
3 B
3 A
1
3

24V

A1
A2
A3
A4
A5
A6
A7
A8
A9

B1
B2
B3
B4
B5
B6
B7
B8
B9

2 B'
2 B
2 A
4 B'
4 B
4 A
2
4

0V

1 B'
1 B
1 A
3 B'
3 B
3 A
1
3

24V COM (+)

A1
A2
A3
A4
A5
A6
A7
A8
A9

B1
B2
B3
B4
B5
B6
B7
B8
B9

2 B'
2 B
2 A

N.C.
CT 2
CT 2

2
HB 2
0V COM (-)

1 B'
1 B
1 A

N.C.
CT 1
CT 1

1
HB 1
24V

A1
A2
A3
A4
A5
A6
A7
A8
A9

B1
B2
B3
B4
B5
B6
B7
B8
B9

2 B'
2 B
2 A

N.C.
CT 2
CT 2

2
HB 2
0V

1 B'
1 B
1 A

N.C.
CT 1
CT 1

1
HB 1
24V COM (+)

A1
A2
A3
A4
A5
A6
A7
A8
A9

B1
B2
B3
B4
B5
B6
B7
B8
B9
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CJ1W-TC

mm

� CJ1W-TC@@@

� 

E54-CT1 E54-CT3

NJ CPU
CJ

CJ1W-TC003/
-TC004/-TC103/
-TC104

NJ CJ CJ
NJ

CJ CJ1W-TC@@@ CJ CJ

89

65

31
27

90

27

2.8

7.1

21
15

φ5.8

10.5

40

30

25

3

10

2 φ3.5

30
φ2.36

40×40

15

30

9

φ12

2
M3

4




